BENT NOSE LOOSE KEY HOSE BIBB - SIZE PER PLAN

STEEL CLAMPS (COMMERCIAL QUALITY, GALVANIZED OR CADMIUM PLATED) - TWO REQUIRED

RISER DIA. PER PLAN, LENGTH AS REQUIRED

\[ \frac{3}{4} \text{ DIA. GALVANIZED STEEL PIPE STAKE} \]

\[ \text{ELEVATION} \]

\[ \text{MAIN LINE} \]

\[ \text{FINISHED SURFACE} \]

\[ \text{ECC} \]

\[ \text{FLOOD LINE} \]

\[ \text{VARIES} \]

\[ \text{WELLS} \]

\[ \text{SCHEDULE 80 PVC, TEE OR ELL} \]

\[ \text{PLAN} \]

\[ \text{NIPPLE (3" MIN.)} \]

\[ \text{STEEL PIPE STAKE} \]

\[ \text{NIPPLE (12" LONG)} \]

\[ \text{MIN} \]

\[ \text{NOTE: EXCEPT AS NOTED ALL PIPE AND FITTINGS SHALL BE GALVANIZED STEEL IN ACCORDANCE WITH SECTION 308 OF THE STANDARD SPECIFICATIONS.} \]

DEPARTMENT OF PUBLIC WORKS
BUREAU OF ENGINEERING
CITY OF LOS ANGELES

HOSE BIBB INSTALLATION
STANDARD PLAN S-653-0

BUREAU OF ENGINEERING
CITY OF LOS ANGELES

HOSE BIBB INSTALLATION
STANDARD PLAN S-653-0

SUBMIT 1971

REVISIONS

APPROVE 1971

VAULT N.E.X.T. 1369 B-1914

SHEET 1 OF 1 SHEETS